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OPTION MENU FUNCTIONS

Meter/Feet:
This option can be used to select whether distances are specifi ed in meters or feet.

Automatic Updates:
Every time you start the program, this option checks whether a new version of the Image Shuttle 
software is available on the Leica server. This requires an Internet connection.

Check Updates:
Checks on request whether a new version of the Image Shuttle software is available on the 
Leica server. This requires an Internet connection.

Always On Top:
Sets up the software so that the program window is always kept in the foreground. Click on the 
menu option again to deactivate the function.

Transparency:
To keep the program window in the foreground but less obtrusively, the Image Shuttle software 
includes the option of displaying the window semi-transparently. Transparency values of 0 % to 
60 % are available.
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FOTO-WORKFLOW
The Leica Image Shuttle software can easily be integrated into your photo workflow. This kind 
of workflow is essentially possible using any RAW converter software that provides a hot folder 
function. A hot folder is a special folder that is continuously monitored by the RAW converter 
software.
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WORKFLOW WITH ADOBE® PHOTOSHOP® LIGHTROOM®
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Adobe Photoshop Lightroom®is a powerful program for organizing images and converting DNG 
data. This software enables pictures to be monitored directly on the screen when transferring 
photographs to the computer using the USB cord. To do this, settings in the Image Shuttle 
software and in Lightroom are needed.

Image data that is saved to a folder of your choice using Image Shuttle is then displayed
in Lightroom. However, for this to work Lightroom must know which folder the images can
be found in.

The File menu in Lightroom contains the „Automatic Import“ function for this purpose.
This is where you can make the various settings required to create a smooth automatic
import of the image data.
Select File → Automatic Import → Automatic Import Settings.

In the subsequent dialog box, first select the folder you want Lightroom to monitor. This
must be identical to the folder you have selected as the storage location in the Image
Shuttle software. In addition, this folder may not contain ANY data when creating the
automatic import.
During the automatic import, Lightroom will automatically move all image data stored
in this folder to a destination folder and then provide it in the Lightroom library.

Under Destination, you can select the folder to which the image data will be moved.
To provide better clarify, a subfolder is created with the name of your choice.
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There are a range of options for renaming the imported image data.

Likewise, there are various options for performing specific basic corrections on
imported images. These can be set using the Development Settings option. Refer to the
Adobe Photoshop Lightroom manual for a detailed description.

Lightroom enables you to create different meta data records. For example, these
include information about the photographer, copyright holder, keywords, etc. The
necessary settings can be found under the „Custom“ option in the Meta Data menu.
You can also specify keywords for the automatic import, which are then assigned to all
imported files. The „Keywords“ input box is available for this purpose.

Under „Initial Preview“, you have the option of setting the size of the preview files
created.

Once you have made all the necessary settings for the automatic import in Lightroom you 
then have to activate the Automatic Import function (under File → Automatic Import). 
From now on, images saved on the hard drive by the Leica Image Shuttle software will 
automatically be moved to the selected folder in Lightroom, renamed and assigned meta data 
if necessary, and are then available in the Lightroom catalog.
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